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Distance Sensor - Test Object [mm]
*Focus Point E : M = 15 : 1 Distant Field E : M = 14 : 1
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Distance Sensor - Test Object [mm]
*Focus Point E : M = 7 : 1 Distant Field E : M = 4 : 1
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Distance Sensor - Test Object [mm]
*Focus Point E : M = 33 : 1 Distant Field E : M = 30 : 1
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Distance Sensor - Test Object [mm]
*Focus Point E : M = 30 : 1 Distant Field E : M = 5 : 1

Distance Sensor - Test Object [mm]
*Focus Point E : M = 32 : 1 Distant Field E : M = 10 : 1
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Distance Sensor - Test Object [mm]
*Focus Point E : M = 60 : 1 Distant Field E : M = 42 : 1
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Distance Sensor - Test Object [mm]
*Focus Point E : M = 60 : 1 Distant Field E : M = 7 : 1

Distance Sensor - Test Object [mm]
*Focus Point E : M = 60 : 1 Distant Field E : M = 14 : 1



Measuring Head

Measuring Head 
with Water or Air 
Cooled Housing

Angle Bracket

adjustable  
angle bracket

Tube Adapter
adjustable tube adapter

Fastening 
Screw

Air blow 
Attachment

90° Deviation 
Mirror

Sighting Aid



ThermoJacket  
Sealing Cap

Smart Version

adjustable tube 
adapter

Connecting Flange  
with Stopper

special steel  
viewing tube

ceramic  
viewing tube

adjustable 
mounting stand

adjustable  
mounting flange

Mounting Flange  
with Viewing Tube

ThermoJacket 
HousingFront Adapter

Intermediate Ring

End Adapter


