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Specifications

Gearhead

M Gearcase : die-cast zinc

M Lubrication : grease

M Gears : heat-treated steel
M Shafts : heat-treated steel
B Mounting : all-position

DK Series Permanent Magnet Parallel Shaft Gearmotors

Motors are available in 12 & 90 VDC.
Power 1/30 HP.

Motor

M Rotation : reversible

M Brushes : externally replaceable
B Ambient : 40TC

B Thermal protection : none

M Recognized : cRUus

Features

H High torque

H High overhang load
M Long MTBF

H Quiet operation

H Totally enclosed nonventilated

e Vame N Do Qehne R S Row Lo ou
DK4A430D 12 50 50 1/30 430:1 3.1 6 1/6 PDF 2D 3D
DK4A279D 12 50 50 1/30 279:1 3.1 6 1/6 PDF 2D 3D
DK4A144D 12 18 50 50 1/30 144 : 1 3.1 6 1/6 PDF 2D 3D
DK4A103D 12 25 40 50 1/30 103:1 3.1 6 1/6 PDF 2D 3D
DK4A64D 12 41 26 50 1/30 64:1 3.1 6 1/6 PDF 2D 3D
DK4A32D 12 80 13 50 1/30 32:1 3.1 6 1/6 PDF 2D 3D
DK4E430D 90 7 50 50 1/30 430:1 0.4 6 1/6 PDF 2D 3D
DK4E279D 90 11 50 50 1/30 279:1 0.4 6 1/6 PDF 2D 3D
DK4E144D 90 21 50 50 1/30 144 : 1 0.4 6 1/6 PDF 2D 3D
DK4E103D 90 29 40 50 1/30 103:1 0.4 6 1/6 PDF 2D 3D
DK4E64D 90 47 26 50 1/30 64:1 0.4 6 1/6 PDF 2D 3D
DK4E32D 90 93 13 50 1/30 32:1 0.4 6 1/6 PDF 2D 3D
Replaceable Brushes

Part Number Voltage Applicable Models s
S6AT 12 vDC DK4A430D DK4A279D DK4A144D DK4A103D DK4A64D DK4A32D %"g‘;:—‘f\
S6CT 90 VDC DK4E430D DK4E279D DK4E144D DK4E103D DK4E64D DK4E32D ‘ .
DK Series Cross Reference
SPG Dayton Bison RPM 'I":(;Jrlth(l;r?jlt?) Gear Ratio Lesls_esnr?e:?t(ln.)
DK4A430D 1LPV8 011Q507-0482 6 50 430:1 6 1/6
DK4A279D 1LPV7 011Q507-0314 9 50 279:1 6 1/6
12 VDC DK4A144D 1LPV6 011Q507-0161 18 50 144 :1 6 1/6
1/30 HP DK4A103D 1LPV5 011Q507-0098 25 40 103:1 6 1/6
DK4A64D 1LPV4 011Q507-0063 41 26 64:1 6 1/6
DK4A32D 1LPV3 011Q507-0031 80 13 32:1 6 1/6
DK4E430D 1LPVO 011Q527-0482 7 50 430:1 6 1/6
DK4E279D 1LPW1 011Q527-0314 11 50 279:1 6 1/6
90 VDC DK4E144D 1LPW2 011Q527-0161 21 50 144:1 6 1/6
1/30 HP DK4E103D 1LPW3 011Q527-0098 29 40 103:1 6 1/6
DK4E64D 1LPW4 011Q527-0063 a7 26 64:1 6 1/6
DK4E32D 1LPWS5 011Q527-0031 93 13 32:1 6 1/6
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DK Series Permanent Magnet Parallel Shaft Gearmotors

Part Number DK4A430D
Price (ea) $

Brand SPG

Ship Qty. 1

Ship Weight (Ibs.) 5.0

Availabilty Ready to Ship
Tech Specs

Item : DC Gearmotor

Type : Parallel Shaft

Voltage Rating : 12 VDC
Nameplate RPM : 6.0

Full Load Torque (in.-Ibs.) : 50
Input HP : 1/30

Gear Ratio : 430:1

Full Load Amps : 3.1
Insulation Class : B

Thermal Protection : None
Ambient (C) : 40

Ratation : Reversible
Mounting : All Position Replaceable Brushes
Length Less Shaft(in.) : 6-1/6

"

Shaft Dimensions (in.) : 5/16 x 3/4 Motor Brush Set : 2 Brushs, 2 Caps e 73
Keyway (in.) : Flat m

Bearings : Needle on case, ball on motor Iltem # : S6AT ‘ .
Lubrication : Grease Brand : SPG

Brushes : Externally Replaceable Usually Ships : Ready to Ship

Housing : Al Die Cast Price (ea) : $

Case : Zinc Die Cast
Gears : heat-treated steel
Agency Compliance : cRUus

Replacment Brushes : S6AT

(7.212 [183.2] REF) NOTE
0,976 5 {6.236 [158.4] REF) 1. TYPE : DC GEARED MOTOR ASS'Y
3.504[89] [248 4] £.173 [156.5] REF. 2. GEAR BOX END PLAY @ 0.0196 inch[0.5 mm] Max.
2.38[60.45] +aaz[124] 3 UNIT ¢ inch[rmm] = 1 inch[25.4 mm]
[1.19 ] FRON NTG. SURF.
H0.22 W/SHAFT PUSHED I,
(1[234])
- - WHITE (+)
=
£ T 9 e S (0197 [5]
-;- — 207 Tos=d || —- = @——— || L0187 {5
= e 1 eeds | = BLACK {-)
glglg [ @ o - <CIRCUIT DIAGRAM>
ml e © o — i FRE FLETE
52 g3 WHITE — & CW
RlE oD W BLACK —*& COW
= 0.197[5] | 0.0641.5] /,
17 44.45] C ﬁ l_ nc °0hER
J1E[B0.25] #10-32UNF-20 BLACK
DPE,35 [25] THRU COVER
Pl '-“('W

({ THE DIRECTION OF MOTOR ROTATION 15 AS
VIEWED FROM THE CUTFUT SHAFT END OF THE MOTOR )
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DK Series Permanent Magnet Parallel Shaft Gearmotors

Part Number
Price (ea)
Brand

Ship Qty.
Ship Weight (Ibs.)
Availabilty

Tech Specs

Item : DC Gearmotor

Type : Parallel Shaft

Voltage Rating : 12 VDC
Nameplate RPM : 9.0

Full Load Torque (in.-Ibs.) : 50
Input HP : 1/30

Gear Ratio : 279:1

Full Load Amps : 3.1

Insulation Class : B

Thermal Protection : None
Ambient (C) : 40

Ratation : Reversible

Mounting : All Position

Length Less Shaft(in.) : 6-1/6
Shaft Dimensions (in.) : 5/16 x 3/4
Keyway (in.) : Flat

Bearings : Needle on case, ball on motor
Lubrication : Grease

Brushes : Externally Replaceable
Housing : Al Die Cast

Case : Zinc Die Cast

Gears : heat-treated steel
Agency Compliance : cRUus

Replacment Brushes : S6AT

DK4A279D

$

SPG

1

5.0

Ready to Ship

Replaceable Brushes

Motor Brush Set : 2 Brushs, 2 Caps ‘ﬂ‘
ltem # : SBAT . .

Brand : SPG

Usually Ships : Ready to Ship
Price (ea) : $

(7.212 [183.2] REF) NOTE
0,976 5 {6.236 [158.4] REF) 1. TYPE : DC GEARED MOTOR ASS'Y
3.504[89] [248 4] £.173 [156.5] REF. 2. GEAR BOX END PLAY @ 0.0196 inch[0.5 mm] Max.
2.38[60.45] +aaz[124] 3 UNIT ¢ inch[rmm] = 1 inch[25.4 mm]
118 FROM NTG. SURF.
[30.27] W/SHAFT PUSHED 15, (1 [25.4])

WHITE (+)

3,472 [BE.18] REF
2.83[71.88]
2.38[60.45]

80L313/0.512

0064 18]

1.75(44.45]
116[80.26]

#-T2UNF—I6
06,25 [ 25] THRU COVER
4 HILES

adl48 [#63]

@--- || (007 [5]
BLACK (-}

<CIRCUIT DIAGRAM>

WHITE — & CW
aLACK — & COW

/ (C ! l_ 0G PONER

BLACK

FAME FLETE

(‘(‘W

({ THE DIRECTION OF MOTOR ROTATION 15 AS
VIEWED FROM THE CUTFUT SHAFT END OF THE MOTOR )
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DK Series Permanent Magnet Parallel Shaft Gearmotors

Part Number
Price (ea)
Brand

Ship Qty.
Ship Weight (Ibs.)
Availabilty

Tech Specs

Item : DC Gearmotor

Type : Parallel Shaft

Voltage Rating : 12 VDC
Nameplate RPM : 18.0

Full Load Torque (in.-Ibs.) : 50
Input HP : 1/30

Gear Ratio : 144:1

Full Load Amps : 3.1

Insulation Class : B

Thermal Protection : None
Ambient (C) : 40

Ratation : Reversible

Mounting : All Position

Length Less Shaft(in.) : 6-1/6
Shaft Dimensions (in.) : 5/16 x 3/4
Keyway (in.) : Flat

Bearings : Needle on case, ball on motor
Lubrication : Grease

Brushes : Externally Replaceable
Housing : Al Die Cast

Case : Zinc Die Cast

Gears : heat-treated steel
Agency Compliance : cRUus

Replacment Brushes : S6AT

DK4A144D

$

SPG

1

5.0

Ready to Ship

Replaceable Brushes

Motor Brush Set : 2 Brushs, 2 Caps ‘ﬂ‘
ltem # : SBAT . .

Brand : SPG

Usually Ships : Ready to Ship
Price (ea) : $

(7.212 [183.2] REF) NOTE
0,976 5 {6.236 [158.4] REF) 1. TYPE : DC GEARED MOTOR ASS'Y
3.504[89] [248 4] £.173 [156.5] REF. 2. GEAR BOX END PLAY @ 0.0196 inch[0.5 mm] Max.
2.38[60.45] +aaz[124] 3 UNIT ¢ inch[rmm] = 1 inch[25.4 mm]
118 FROM NTG. SURF.
[30.27] W/SHAFT PUSHED 15, (1 [25.4])

WHITE (+)

3,472 [BE.18] REF
2.83[71.88]
2.38[60.45]

80L313/0.512

0064 18]

1.75(44.45]
116[80.26]

#-T2UNF—I6
06,25 [ 25] THRU COVER
4 HILES

adl48 [#63]

@--- || (007 [5]
BLACK (-}

<CIRCUIT DIAGRAM>

WHITE — & CW
aLACK — & COW

/ (C ! l_ 0G PONER

BLACK

FAME FLETE

(‘(‘W

({ THE DIRECTION OF MOTOR ROTATION 15 AS
VIEWED FROM THE CUTFUT SHAFT END OF THE MOTOR )
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DK Series Permanent Magnet Parallel Shaft Gearmotors

Part Number DK4A103D
Price (ea) $

Brand SPG

Ship Qty. 1

Ship Weight (Ibs.) 5.0

Availabilty Ready to Ship
Tech Specs

Item : DC Gearmotor

Type : Parallel Shaft

Voltage Rating : 12 VDC
Nameplate RPM : 25.0

Full Load Torque (in.-Ibs.) : 40
Input HP : 1/30

Gear Ratio : 103:1

Full Load Amps : 3.1
Insulation Class : B

Thermal Protection : None
Ambient (C) : 40

Ratation : Reversible
Mounting : All Position Replaceable Brushes
Length Less Shaft(in.) : 6-1/6

"

Shaft Dimensions (in.) : 5/16 x 3/4 Motor Brush Set : 2 Brushs, 2 Caps e 73
Keyway (in.) : Flat m

Bearings : Needle on case, ball on motor Iltem # : S6AT ‘ .
Lubrication : Grease Brand : SPG

Brushes : Externally Replaceable Usually Ships : Ready to Ship

Housing : Al Die Cast Price (ea) : $

Case : Zinc Die Cast
Gears : heat-treated steel
Agency Compliance : cRUus

Replacment Brushes : S6AT

(7.112 [183.2] FEF) NOTE
0,975408 (6.236 [158.4] REF.) 1. TYPE : DC GEARED MOTOR ASSY
3.504[89] [24.8:27] 6.173 [156.8] REF. 2. GEAR BOX END PLAY : 0.0196 inch[D.5 mm] Max.
2.38[60.45] 4.882[124] 3. UNIT : ineh[mm] = 1 inch[25.4 mm]
1.19 FROM WTG. SURF,
W/SHAF T PUSHED IN.
[3022] | /5H . 1 [254])
4
i T = O ‘
5 — ! e =
= = | S A — S t% (o7 15D
=| 8| T L = _
L -t 1 _H BLACK ()
g g ~ o <CIRCUIT DIAGRAM>
S EJ | O <] ’E o"%':‘ i NANE PLATE
=l BF WHITE — & CCW
i z|g == A BLACK — & CW
1= 0.197[5] 0.063(1.5] ﬁ;%
mar |\ 7 %
3.16[B0.26] #10-32UNF—2B
076,35 [ 751 TIRY COVER CCW BLACK

( THE DIRECTION OF MOTOR ROTATION IS AS
VIEWED FROM THE OUTPUT SHAFT END OF THE MOTOR )
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DK Series Permanent Magnet Parallel Shaft Gearmotors

Part Number DK4A64D
Price (ea) $

Brand SPG

Ship Qty. 1

Ship Weight (Ibs.) 5.0
Availabilty Ready to Ship
Tech Specs

Item : DC Gearmotor

Type : Parallel Shaft

Voltage Rating : 12 VDC
Nameplate RPM : 41.0

Full Load Torque (in.-Ibs.) : 26
Input HP : 1/30

Gear Ratio : 64:1

Full Load Amps : 3.1
Insulation Class : B

Thermal Protection : None
Ambient (C) : 40

Ratation : Reversible
Mounting : All Position Replaceable Brushes
Length Less Shaft(in.) : 6-1/6

"

Shaft Dimensions (in.) : 5/16 x 3/4 Motor Brush Set : 2 Brushs, 2 Caps e 73
Keyway (in.) : Flat m

Bearings : Needle on case, ball on motor Iltem # : S6AT ‘ .
Lubrication : Grease Brand : SPG

Brushes : Externally Replaceable Usually Ships : Ready to Ship

Housing : Al Die Cast Price (ea) : $

Case : Zinc Die Cast
Gears : heat-treated steel
Agency Compliance : cRUus

Replacment Brushes : S6AT

(7.112 [183.2] FEF) NOTE
0,975408 (6.236 [158.4] REF.) 1. TYPE : DC GEARED MOTOR ASSY
3.504[89] [24.8:27] 6.173 [156.8] REF. 2. GEAR BOX END PLAY : 0.0196 inch[D.5 mm] Max.
2.38[60.45] 4.882[124] 3. UNIT : ineh[mm] = 1 inch[25.4 mm]
1.19 FROM WTG. SURF,
W/SHAF T PUSHED IN.
[3022] | /5H . 1 [254])
4
i T = O ‘
5 — ! e =
= = | S A — S t% (o7 15D
=| 8| T L = _
L -t 1 _H BLACK ()
g g ~ o <CIRCUIT DIAGRAM>
S EJ | O <] ’E o"%':‘ i NANE PLATE
=l BF WHITE — & CCW
i z|g == A BLACK — & CW
1= 0.197[5] 0.063(1.5] ﬁ;%
mar |\ 7 %
3.16[B0.26] #10-32UNF—2B
076,35 [ 751 TIRY COVER CCW BLACK

( THE DIRECTION OF MOTOR ROTATION IS AS
VIEWED FROM THE OUTPUT SHAFT END OF THE MOTOR )
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DK Series Permanent Magnet Parallel Shaft Gearmotors

Part Number DK4A32D
Price (ea) $

Brand SPG

Ship Qty. 1

Ship Weight (Ibs.) 5.0
Availabilty Ready to Ship
Tech Specs

Item : DC Gearmotor

Type : Parallel Shaft

Voltage Rating : 12 VDC
Nameplate RPM : 80

Full Load Torque (in.-Ibs.) : 13
Input HP : 1/30

Gear Ratio : 32:1

Full Load Amps : 3.1
Insulation Class : B

Thermal Protection : None
Ambient (C) : 40

Ratation : Reversible
Mounting : All Position Replaceable Brushes
Length Less Shaft(in.) : 6-1/6

"

Shaft Dimensions (in.) : 5/16 x 3/4 Motor Brush Set : 2 Brushs, 2 Caps e 73
Keyway (in.) : Flat m

Bearings : Needle on case, ball on motor Iltem # : S6AT ‘ .
Lubrication : Grease Brand : SPG

Brushes : Externally Replaceable Usually Ships : Ready to Ship

Housing : Al Die Cast Price (ea) : $

Case : Zinc Die Cast
Gears : heat-treated steel
Agency Compliance : cRUus

Replacment Brushes : S6AT

(7.212 [183.2] REF) NOTE
0,976 5 {6.236 [158.4] REF) 1. TYPE : DC GEARED MOTOR ASS'Y
3.504[89] [248 4] £.173 [156.5] REF. 2. GEAR BOX END PLAY @ 0.0196 inch[0.5 mm] Max.
2.38[60.45] +aaz[124] 3 UNIT ¢ inch[rmm] = 1 inch[25.4 mm]
[1.19 ] FRON NTG. SURF.
H0.22 W/SHAFT PUSHED I,
(1[234])
- - WHITE (+)
=
£ T 9 e S (0197 [5]
-;- — 207 Tos=d || —- = @——— || L0187 {5
= e 1 eeds | = BLACK {-)
glglg [ @ o - <CIRCUIT DIAGRAM>
ml e © o — i FRE FLETE
52 g3 WHITE — & CW
RlE oD W BLACK —*& COW
= 0.197[5] | 0.0641.5] /,
17 44.45] C ﬁ l_ nc °0hER
J1E[B0.25] #10-32UNF-20 BLACK
DPE,35 [25] THRU COVER
Pl '-“('W

({ THE DIRECTION OF MOTOR ROTATION 15 AS
VIEWED FROM THE CUTFUT SHAFT END OF THE MOTOR )
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DK Series Permanent Magnet Parallel Shaft Gearmotors

Part Number DK4E430D
Price (ea) $

Brand SPG

Ship Qty. 1

Ship Weight (Ibs.) 5.0
Availabilty Ready to Ship
Tech Specs

Item : DC Gearmotor

Type : Parallel Shaft

Voltage Rating : 90 VDC
Nameplate RPM : 7.0

Full Load Torque (in.-Ibs.) : 50
Input HP : 1/30

Gear Ratio : 430:1

Full Load Amps : 0.4
Insulation Class : B

Thermal Protection : None
Ambient (C) : 40

Ratation : Reversible
Mounting : All Position Replaceable Brushes
Length Less Shaft(in.) : 6-1/6

"

Shaft Dimensions (in.) : 5/16 x 3/4 Motor Brush Set : 2 Brushs, 2 Caps e 73
Keyway (in.) : Flat m

Bearings : Needle on case, ball on motor ltem # : S6CT ‘ .
Lubrication : Grease Brand : SPG

Brushes : Externally Replaceable Usually Ships : Ready to Ship

Housing : Al Die Cast Price (ea) : $

Case : Zinc Die Cast
Gears : heat-treated steel
Agency Compliance : cRUus

Replacment Brushes : S6CT

(7.212 [183.2] REF) NOTE
0,976 5 {6.236 [158.4] REF) 1. TYPE : DC GEARED MOTOR ASS'Y
3.504[89] [248 4] £.173 [156.5] REF. 2. GEAR BOX END PLAY @ 0.0196 inch[0.5 mm] Max.
2.38[60.45] +aaz[124] 3 UNIT ¢ inch[rmm] = 1 inch[25.4 mm]
[1.19 ] FRON NTG. SURF.
H0.22 W/SHAFT PUSHED I,
(1[234])
- - WHITE (+)
=
£ T 9 e S (0197 [5]
-;- — 207 Tos=d || —- = @——— || L0187 {5
= e 1 eeds | = BLACK {-)
glglg [ @ o - <CIRCUIT DIAGRAM>
ml e © o — i FRE FLETE
52 g3 WHITE — & CW
RlE oD W BLACK —*& COW
= 0.197[5] | 0.0641.5] /,
17 44.45] C ﬁ l_ nc °0hER
J1E[B0.25] #10-32UNF-20 BLACK
DPE,35 [25] THRU COVER
Pl '-“('W

({ THE DIRECTION OF MOTOR ROTATION 15 AS
VIEWED FROM THE CUTFUT SHAFT END OF THE MOTOR )
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DK Series Permanent Magnet Parallel Shaft Gearmotors

Part Number DK4E279D
Price (ea) $

Brand SPG

Ship Qty. 1

Ship Weight (Ibs.) 5.0
Availabilty Ready to Ship
Tech Specs

Item : DC Gearmotor

Type : Parallel Shaft

Voltage Rating : 90 VDC
Nameplate RPM : 11.0

Full Load Torque (in.-Ibs.) : 50
Input HP : 1/30

Gear Ratio : 279:1

Full Load Amps : 0.4
Insulation Class : B

Thermal Protection : None
Ambient (C) : 40

Ratation : Reversible
Mounting : All Position Replaceable Brushes
Length Less Shaft(in.) : 6-1/6

"

Shaft Dimensions (in.) : 5/16 x 3/4 Motor Brush Set : 2 Brushs, 2 Caps e 73
Keyway (in.) : Flat m

Bearings : Needle on case, ball on motor ltem # : S6CT ‘ .
Lubrication : Grease Brand : SPG

Brushes : Externally Replaceable Usually Ships : Ready to Ship

Housing : Al Die Cast Price (ea) : $

Case : Zinc Die Cast
Gears : heat-treated steel
Agency Compliance : cRUus

Replacment Brushes : S6CT

(7.212 [183.2] REF) NOTE
0,976 5 {6.236 [158.4] REF) 1. TYPE : DC GEARED MOTOR ASS'Y
3.504[89] [248 4] £.173 [156.5] REF. 2. GEAR BOX END PLAY @ 0.0196 inch[0.5 mm] Max.
2.38[60.45] +aaz[124] 3 UNIT ¢ inch[rmm] = 1 inch[25.4 mm]
[1.19 ] FRON NTG. SURF.
H0.22 W/SHAFT PUSHED I,
(1[234])
- - WHITE (+)
=
£ T 9 e S (0197 [5]
-;- — 207 Tos=d || —- = @——— || L0187 {5
= e 1 eeds | = BLACK {-)
glglg [ @ o - <CIRCUIT DIAGRAM>
ml e © o — i FRE FLETE
52 g3 WHITE — & CW
RlE oD W BLACK —*& COW
= 0.197[5] | 0.0641.5] /,
17 44.45] C ﬁ l_ nc °0hER
J1E[B0.25] #10-32UNF-20 BLACK
DPE,35 [25] THRU COVER
Pl '-“('W

({ THE DIRECTION OF MOTOR ROTATION 15 AS
VIEWED FROM THE CUTFUT SHAFT END OF THE MOTOR )
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DK Series Permanent Magnet Parallel Shaft Gearmotors

Part Number DK4E144D
Price (ea) $

Brand SPG

Ship Qty. 1

Ship Weight (Ibs.) 5.0
Availabilty Ready to Ship
Tech Specs

Item : DC Gearmotor

Type : Parallel Shaft

Voltage Rating : 90 VDC
Nameplate RPM : 21.0

Full Load Torque (in.-Ibs.) : 50
Input HP : 1/30

Gear Ratio : 144:1

Full Load Amps : 0.4
Insulation Class : B

Thermal Protection : None
Ambient (C) : 40

Ratation : Reversible
Mounting : All Position Replaceable Brushes
Length Less Shaft(in.) : 6-1/6

"

Shaft Dimensions (in.) : 5/16 x 3/4 Motor Brush Set : 2 Brushs, 2 Caps e 73
Keyway (in.) : Flat m

Bearings : Needle on case, ball on motor ltem # : S6CT ‘ .
Lubrication : Grease Brand : SPG

Brushes : Externally Replaceable Usually Ships : Ready to Ship

Housing : Al Die Cast Price (ea) : $

Case : Zinc Die Cast
Gears : heat-treated steel
Agency Compliance : cRUus

Replacment Brushes : S6CT

(7.212 [183.2] REF) NOTE
0,976 5 {6.236 [158.4] REF) 1. TYPE : DC GEARED MOTOR ASS'Y
3.504[89] [248 4] £.173 [156.5] REF. 2. GEAR BOX END PLAY @ 0.0196 inch[0.5 mm] Max.
2.38[60.45] +aaz[124] 3 UNIT ¢ inch[rmm] = 1 inch[25.4 mm]
[1.19 ] FRON NTG. SURF.
H0.22 W/SHAFT PUSHED I,
(1[234])
- - WHITE (+)
=
£ T 9 e S (0197 [5]
-;- — 207 Tos=d || —- = @——— || L0187 {5
= e 1 eeds | = BLACK {-)
glglg [ @ o - <CIRCUIT DIAGRAM>
ml e © o — i FRE FLETE
52 g3 WHITE — & CW
RlE oD W BLACK —*& COW
= 0.197[5] | 0.0641.5] /,
17 44.45] C ﬁ l_ nc °0hER
J1E[B0.25] #10-32UNF-20 BLACK
DPE,35 [25] THRU COVER
Pl '-“('W

({ THE DIRECTION OF MOTOR ROTATION 15 AS
VIEWED FROM THE CUTFUT SHAFT END OF THE MOTOR )
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DK Series Permanent Magnet Parallel Shaft Gearmotors

Part Number DK4E103D
Price (ea) $

Brand SPG

Ship Qty. 1

Ship Weight (Ibs.) 5.0
Availabilty Ready to Ship
Tech Specs

Item : DC Gearmotor

Type : Parallel Shaft

Voltage Rating : 90 VDC
Nameplate RPM : 29.0

Full Load Torque (in.-Ibs.) : 40
Input HP : 1/30

Gear Ratio : 103:1

Full Load Amps : 0.4
Insulation Class : B

Thermal Protection : None
Ambient (C) : 40

Ratation : Reversible
Mounting : All Position Replaceable Brushes
Length Less Shaft(in.) : 6-1/6

"

Shaft Dimensions (in.) : 5/16 x 3/4 Motor Brush Set : 2 Brushs, 2 Caps e 73
Keyway (in.) : Flat m

Bearings : Needle on case, ball on motor ltem # : S6CT ‘ .
Lubrication : Grease Brand : SPG

Brushes : Externally Replaceable Usually Ships : Ready to Ship

Housing : Al Die Cast Price (ea) : $

Case : Zinc Die Cast
Gears : heat-treated steel
Agency Compliance : cRUus

Replacment Brushes : S6CT

(7.112 [183.2] FEF) NOTE
0,975408 (6.236 [158.4] REF.) 1. TYPE : DC GEARED MOTOR ASSY
3.504[89] [24.8:27] 6.173 [156.8] REF. 2. GEAR BOX END PLAY : 0.0196 inch[D.5 mm] Max.
2.38[60.45] 4.882[124] 3. UNIT : ineh[mm] = 1 inch[25.4 mm]
1.19 FROM WTG. SURF,
W/SHAF T PUSHED IN.
[3022] | /5H . 1 [254])
4
i T = O ‘
5 — ! e =
= = | S A — S t% (o7 15D
=| 8| T L = _
L -t 1 _H BLACK ()
g g ~ o <CIRCUIT DIAGRAM>
S EJ | O <] ’E o"%':‘ i NANE PLATE
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3.16[B0.26] #10-32UNF—2B
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( THE DIRECTION OF MOTOR ROTATION IS AS
VIEWED FROM THE OUTPUT SHAFT END OF THE MOTOR )
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DK Series Permanent Magnet Parallel Shaft Gearmotors

Part Number DK4E64D
Price (ea) $

Brand SPG

Ship Qty. 1

Ship Weight (Ibs.) 5.0
Availabilty Ready to Ship
Tech Specs

Item : DC Gearmotor

Type : Parallel Shaft

Voltage Rating : 90 VDC
Nameplate RPM : 47.0

Full Load Torque (in.-Ibs.) : 26
Input HP : 1/30

Gear Ratio : 64:1

Full Load Amps : 0.4
Insulation Class : B

Thermal Protection : None
Ambient (C) : 40

Ratation : Reversible
Mounting : All Position Replaceable Brushes
Length Less Shaft(in.) : 6-1/6

"

Shaft Dimensions (in.) : 5/16 x 3/4 Motor Brush Set : 2 Brushs, 2 Caps e 73
Keyway (in.) : Flat m

Bearings : Needle on case, ball on motor ltem # : S6CT ‘ .
Lubrication : Grease Brand : SPG

Brushes : Externally Replaceable Usually Ships : Ready to Ship

Housing : Al Die Cast Price (ea) : $

Case : Zinc Die Cast
Gears : heat-treated steel
Agency Compliance : cRUus

Replacment Brushes : S6CT

(7.112 [183.2] FEF) NOTE
0,975408 (6.236 [158.4] REF.) 1. TYPE : DC GEARED MOTOR ASSY
3.504[89] [24.8:27] 6.173 [156.8] REF. 2. GEAR BOX END PLAY : 0.0196 inch[D.5 mm] Max.
2.38[60.45] 4.882[124] 3. UNIT : ineh[mm] = 1 inch[25.4 mm]
1.19 FROM WTG. SURF,
W/SHAF T PUSHED IN.
[3022] | /5H . 1 [254])
4
i T = O ‘
5 — ! e =
= = | S A — S t% (o7 15D
=| 8| T L = _
L -t 1 _H BLACK ()
g g ~ o <CIRCUIT DIAGRAM>
S EJ | O <] ’E o"%':‘ i NANE PLATE
=l BF WHITE — & CCW
i z|g == A BLACK — & CW
1= 0.197[5] 0.063(1.5] ﬁ;%
mar |\ 7 %
3.16[B0.26] #10-32UNF—2B
076,35 [ 751 TIRY COVER CCW BLACK

( THE DIRECTION OF MOTOR ROTATION IS AS
VIEWED FROM THE OUTPUT SHAFT END OF THE MOTOR )
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DK Series Permanent Magnet Parallel Shaft Gearmotors

Part Number DK4E32D
Price (ea) $

Brand SPG

Ship Qty. 1

Ship Weight (Ibs.) 5.0
Availabilty Ready to Ship
Tech Specs

Item : DC Gearmotor

Type : Parallel Shaft

Voltage Rating : 90 VDC
Nameplate RPM : 93

Full Load Torque (in.-Ibs.) : 13
Input HP : 1/30

Gear Ratio : 32:1

Full Load Amps : 0.4
Insulation Class : B

Thermal Protection : None
Ambient (C) : 40

Ratation : Reversible
Mounting : All Position Replaceable Brushes
Length Less Shaft(in.) : 6-1/6

"

Shaft Dimensions (in.) : 5/16 x 3/4 Motor Brush Set : 2 Brushs, 2 Caps e 73
Keyway (in.) : Flat m

Bearings : Needle on case, ball on motor ltem # : S6CT ‘ .
Lubrication : Grease Brand : SPG

Brushes : Externally Replaceable Usually Ships : Ready to Ship

Housing : Al Die Cast Price (ea) : $

Case : Zinc Die Cast
Gears : heat-treated steel
Agency Compliance : cRUus

Replacment Brushes : S6CT

(7.212 [183.2] REF) NOTE
0,976 5 {6.236 [158.4] REF) 1. TYPE : DC GEARED MOTOR ASS'Y
3.504[89] [248 4] £.173 [156.5] REF. 2. GEAR BOX END PLAY @ 0.0196 inch[0.5 mm] Max.
2.38[60.45] +aaz[124] 3 UNIT ¢ inch[rmm] = 1 inch[25.4 mm]
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({ THE DIRECTION OF MOTOR ROTATION 15 AS
VIEWED FROM THE CUTFUT SHAFT END OF THE MOTOR )
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DK Series Permanent Magnet Parallel Shaft Gearmotors

HOLOW OaNWd

3.472 [BB.18] REF
2.83[71.88]

DK Series Drawing
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DK Series Image
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NOTE

1. TYPE : DC GEARED MOTOR ASS'Y
2. GEAR BOX END PLAY : 0.0196 inch[0.5 mm] Max.
3. UNIT: inch[mm] = 1 inch[25.4 mm]
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( THE DIRECTION OF MOTOR ROTATION IS AS
VIEWED FROM THE OUTPUT SHAFT END OF THE MOTCR )
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