HIGH PRECISION PLANETARY
GEARHEADS FOR SERVO MOTORS

SPLH Series

» Helical Gear

» Compact size

» High Precision, High Durability
» High Efficiency

» Easy Mount

» Protection grade IP65



Descriot Unit |st Rai Model No.
escription n age =l SPLH 042| SPLH 060 | SPLH 060D | SPLH 090 | SPLH 090D | SPLH 115 | SPLH 115D | SPLH 142 | SPLH 142D | SPLH 180 [ SPLH 180D | SPLH 220 | SPLH 220D
3 75 135 - 78 = 171 = 333 = 540 = 810 =
4 10 18 = 107 = 215 = 489 = 720 = 1,080 =
5 25 | 225 = 120 = 250 = 580 = 900 - 1,350 -
6 15 27 = 107 = 215 = 530 = 1,100 = 1,630 =
7 15 315 = 100 = 213 = 495 = 980 = 1,960 =
J 8 10 36 - 106 - 220 - 420 - 870 - 1,700 -
9 14 35 = 93 = 160 = 390 = 710 = 1,560 =
10 11 30 = 94 = 215 - 370 - 790 - 1395 -
14 = 315 = 100 = 213 = 495 = 930 = 1,960 =
20 = 30 = 94 = 215 = 370 = 790 = 1395 =
Nominal Output torque Ton @ | Nm 15 16 = = = = = = = = = = = =
20 16 - - - - - - - - - - - -
25 19 43 43 120 120 250 250 = 580 = 1,200 = 2080
30 19 43 43 120 120 250 250 - 580 - 1,200 - 2,080
35 19 43 43 120 120 250 250 = 580 = 1,200 = 2,080
40 19 43 43 120 120 250 250 = 580 = 1,200 = 2080
2 45 19 43 43 120 120 250 250 = 580 = 1,200 - 2,080
50 19 43 43 120 120 250 250 = 580 = 1,200 = 2080
60 15 43 43 107 107 215 215 - 530 - 1,100 - 1,630
70 15 40 40 100 100 213 213 - 405 - 930 - 1,960
80 10 43 43 106 106 220 220 = 420 = 870 = 1,700
90 14 35 35 93 93 160 160 - 390 - 710 - 1,560
100 1 30 30 94 94 215 215 = 370 = 790 = 1,395
Max Acceleration torque T,z | Nm 1,2 | 3~100 3 times of Nominal Output torque
Nominal Input speed ni rom 12 | 3~100| 3000 | 3000 | 3000 | 3000 | 3000 | 3000 | 3000 | 3000 | 3000 | 3000 | 3000 | 3000 | 3000
Max. Input speed Nt rom 12 |3~100| 6,000 | 6,000 | 6,000 | 5000 | 5000 | 5000 | 5000 | 5000 | 5000 | 5000 | 5000 | 5000 | 5000
) 1 30| <7 | £7 = <7 = <7 = <7 = <7 = <7 =
Backlash (Standard dlass) | &remin (=505 T <70 [ <0 [ <0 | <10 | <0 [ <0 = | <0] - [ <0 - | <0
- ) 1 30| <5 | £5 = <5 = <5 = <5 = <5 = <5 -
Backlash (Precision Class) | arcmin 5> |>5~100l <8 | <8 | <8 | <8 | <8 | <8 | <8 - <8 = <8 = <8
Torsional Rigidity Nm/areminf 1,2 | 3~100| 2 8 3 12 12 23 23 38 38 10 10 210 210
Max. Radial load Fr max @ \ 1,2 [3~100| 400 | 1100 | 1100 | 2400 | 2400 | 4000 | 4000 | 8000 | 8000 | 13000 13000 18600 | 18600
Max. Axial load Fa max (@) N 12 |3~100| 300 | 600 600 | 1,800 | 1,800 | 2500 | 2500 | 3,000 | 3,000 | 6,000 | 6,000 | 11,300 | 11,300
Service life hr 1,2 | 3~100 | 20,000 20,000 | 20,000| 20,000 | 20,000 | 20,000 | 20,000 | 20,000 | 20,000{ 20,000| 20,000 | 20,000| 20,000
Noise level @) dB(A) 12 [3~100] <61 | <63 | <63|<65|<65|<G68|=<683|<70|<70|<72|<72|<74| <74
’ 1 3~20| 09 2 = 57 = 129 = 22 = 464 = 77 -
Weight kg
2 |25~100f 11 24 2 7 59 16.7 4.1 = 24.8 = 50 = 882
. 1 3~20| 004 | 015 = 08 = 28 = 1.9 = 235 = 54 -
Mass Momenis of Inertia © | kg of =517 300005 [ 007 [ 007 | 05 [ 05 | 16 | 5 | - | 51 - |803] - | 2%
Operating Temp. ©) o) 12 | 3~100 —10 ~ 490
Lubrication = 12 | 3~100 High temperature & Extreme pressure Lubricant
Mounting position - 12 | 3~100 All directions
- 1 3~20 =95
Efficiency n % I N
Degree of protection - 1,2 | 3~100 IP 65

() Ratio = Nin / Nout ~ (2) Values were measured at the following conditions : 100 rpm at the output, Load applied to the middle of the output shat,
Load coefficient(Ka) = 1. Continuous operation(St=10,000hrs). (3) Noise level : A measurement 1m away from the gear head, 3000 input rom and at
no load condition. (Background noise 21dB(A))  (4) Moment of inertia : A measurement at the input shaft and representatives from each ratio.(=1/5)
(5) Operating temperature : Surface temperature of gear case in =10°C~40°C of ambient temperature.

X% The data in the above table are representative values. Specifications are subject to change without notice to improve product performances.

SPL H 060 ) P 020  S[KI] A® A01
Series Name Frame Size Backlash Gear Ratio(i) Cusiomer coce
SPL L Type 042 o2 Standard 1 Stage : <7 arcrrin i 2 Input Adapter Flange
S . P
060 0B0 Class 2 Stage: <i0acmn 003 | 1/3 | (015) (1/15) (Servo Motors)
004 1/4 (020) (1/20) o
090 o9 Precision 1Sage: <5arcmn | 005 /5 | 025 125 a | Misubisni, Yaskawe
Gear Type 115 o5 Class  2Slage: <Barcmn | 0og  1/6 | 030 | 1/30 Tamagawa, HIGEN, LS order
i 007 1/7 | 035 1/35 ;
H Helical 142 o2 Input Frame Size s bl B Panasonic order
180 180 g symbol  Siandarg 009 1/9 045 145 || G Rockvel order
2 o0 |[F5 o 00 0 63 1o
(1) The input flame of down size depends on customer s request, 020 1/20 | 070 | 1/70 O S (O
(2) Ratio 1/14 and 1/20 of 1 stage are custom-made specification, - - 080 1/80 S | Smooth OUtpUt_ Shaft
(3) It is important for customers to verify mounting dimensions of a servo motor along with - - 090 190 K Output Shaft with Key

' ! ) . - - 1100 1/100
dimensions of gear head prior to placing purchase order. Planetary Gearheads
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Planetary Gearheads
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(Unit : mm)
Dimension \ Model SPLH 042 SPLH 060 SPLH 090 SPLH 115 SPLH 142 SPLH 180 SPLH 220
D1 50 70 100 130 165 215 250
D2 34 o15) 65 9 11 13 17
D3 h6 13 16 22 32 40 58] 75
D4 145 19.7 24.8 3938 498 64.8 798
D5 h7 35 50 80 10 130 160 180
D6 M4xP07 M5xP0.8 M8xP1.25 MI2xP175 Mi6xP2.0 M20xP25 M20xP25
A 46 70 90 145 200 200 235
D7 B 45 70 90 - - - -
@ 46 70 90 = = = =
A M4 DP 8 M5 DP 12 M6 DP 12 M8 DP 20 Mi2 DP21 Mi2 DP21 M2 DP21
D8 B M3 DP 6 M4 DP 12 M5 DP 12 = = = =
C M4 DP 8 M5 DP 12 M6 DP 12 - - - -
D9 H7 <8 <14 <19 <32 <38 <48 <55
D10 H7 30 50 70 110 143 143 200
DIt M3 M5 M5 M8 M8 M10 M2
L1 42 60 90 115 142 180 220
L2 245 37 46 65 97 105 138
L3 4 7 8 12 15 20 30
L4 1 1 15 2 2 2 3
L5 16 25 32 45 68 76 97
L6 7 8 10 14 2 15 20
L7 1216 157.6 216.2 2838 383 426 530
L8 13 13 19 28 36 4?2 42
L9 76.1 90.6 1252 1538 196 231 282
A B 27 355 425 73 84 109 116
Y © 305 40 475 = = = =
L11 ab 4 4 7 7 7 7
A B 83 1.5 15 215 88i5) 47 41
Li2 @ 1.8 16 16 = = = =
A B 135 18 18 4?2 46 685 64,5
L3 C 17 225 23 - - - -
L1 A B 765 1015 1331 1888 227 286 3265
C 80 106 138.1 = = = =
L15 42 60 90 130 180 180 220
A B 5515} 75 88,1 131.3 156 196 216.5
L16 C 59 76 931 = - = =
B h9 5] 5] 6 10 12 16 20
H 15 18 245 &5 43 59 795

Note) 1. Specifications are subject to change without notice to improve product performances.
2. The values of D7 through D11 and L10 through L16 on the above table may vary by servo motor.
3. CAD files are available to download from website(www.spg.co.kr).
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SPLH Series

B Dimensions (2 Stage, Ratio(i) = 1/25 ~ 1/100)
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Dimension \ Model | SPLH 042 | SPLH 060 | SPLH 060D | SPLH 090 | SPLH 090D | SPLH 115 | SPLH 115D | SPLH 142D | SPLH 180D | SPLH 220D
D1 50 70 70 100 100 130 130 165 215 250
D2 34 615} 55 6.5 6.5 9 9 11 13 17
D3 h6 13 16 16 22 22 32 32 40 55 75
D4 145 197 197 24.8 248 398 398 498 64.8 79.8
D5 h7 35 50 50 80 80 110 10 130 160 180
D6 M4xPQ.7 M5xP0.8 M5xP0.8 MBxP1.25 MBxP1.25 M12xP1.75 M12xP1.75 M16xP2.0 M20xP2.5 M20xP2.5
A 46 70 46 90 70 145 90 145 200 200
D7 B 45 70 45 90 70 - 90 = = =
© 46 70 46 90 70 = 90 - - -
A M4 DP 8 M5 DP 12 M4 DP 8 M6 DP 12 M5 DP 12 | M8 DP 20 M6 DP 12 M8 DP20 Mi2 DP21 Mi2 DP21
D8 B M3 DP 6 M4 DP 12 M3 DP 6 M5 DP 12 M4 DP 12 = M5 DP 12 = = =
@ M4 DP 8 M5 DP 12 M4 DP 8 M6 DP 12 M5 DP 12 = M5 DP 12 = = =
D9 H7 <8 <14 <8 <19 <14 <3 <19 <3 <38 <48
D10 H7 30 50 30 70 50 10 70 110 14.3 14.3
D11 M3 M5 M3 M5 M5 M8 M5 M8 M8 M10
L1 42 60 60 90 90 15 15 142 180 220
L2 245 37 37 46 46 65 65 97 105 138
L3 4 7 7 8 8 12 12 15 20 30
L4 1 1 1 15 15 2 2 2 2 3
L5 16 25 25 32 32 45 45 63 76 97
L6 7 8 8 10 10 14 14 12 15 20
L7 146.6 183.6 170.8 254.2 2171 3338 2979 3918 4734 569
L8 13 13 13 19 19 28 28 36 42 42
19 101.1 116.6 12.8 163.2 1411 2038 1879 229.8 2834 341
A B 27 355 27 425 365 73 425 73 84 109
Lo © 305 40 305 475 40 = 475 = = =
L1 3B 4 35 4 4 7 4 7 7 7
A B 83 15 83 1.5 1.5 215 1.5 215 €815} 47
Li2 C 1.8 16 1.8 16 16 - 16.5 - - -
A B 135 18 135 18 18 42 18 42 46 685
L © 17 225 17 23 225 - 23 = = =
L1 A B 76.5 1015 85.5 1331 116.5 188.8 145.6 202.3 246 306
C 80 106 89 138.1 121 = 150.6 = = =
L15 42 60 42 90 60 130 90 130 180 180
A B 555 5 5515} 881 715 1313 881 131.3 156 196
Hi © 59 76 59 931 76 = 931 = = =
B h9 B ] 5] 6 6 10 10 12 16 20
H 15 18 18 245 245 35 35 43 59 795

Note) 1. Specifications are subject to change without notice to improve product performances,
2. The values of D7 through D11 and L10 through L16 on the above table may vary by servo motor.
3. CAD files are available to download from website(www.spg.co.kr).
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HIGH PRECISION PLANETARY
GEARHEADS FOR SERVO MOTORS
SPLFH Series

» Helical Gear

» Compact size

» High Precision, High Durability
» High Efficiency

» Fasy Mount

» Protection grade 1P65



SPLFH Series

B Specifications

Descrio Unit | st Ral Model No.
escription ! age o0 SPLFH 042 | SPLFH 060 | SPLFH 060D| SPLFH 090 | SPLFH 090D | SPLFH 115 | SPLFH 116D | SPLFH 142 | SPLFH 142D | SPLFH 180 | SPLFH 180D | SPLFH 220 | SPLFH 220D

4 10 18 = 76 = 205 = 489 = 720 = 1080 | —
5 125 | 225 = 95 = 235 = 580 = 900 = 1350 | —
7 14 315 = 100 = 210 = 495 = 900 = 1872 | -
10 11 30 = 94 = 215 = 420 = 790 = 1395 | —
14 = 315 = 100 = 210 = 505 = 980 1872
20 = 30 = 94 = 215 = 370 = 790 1,395

Nominal Output torque Ty 20 16 = = = = = = = = = = = =
25 19 43 43 112 112 250 | 250 = 590 = 1,200 - 2080
35 19 43 43 112 112 250 | 250 = 590 = 1,200 - 2080
40 19 43 43 112 112 250 | 250 = 590 = 1,200 - 2080
50 19 43 43 12 112 250 | 250 = 590 = 1,200 - 2080
70 15 40 40 100 | 100 | 210 210 = 530 = 980 - | 1960
100 1 30 30 94 94 215 215 = 420 = 790 - | 139%

Max Acceleration torque Tpg 4~100 3 times of Nominal Output torque

Nominal Input speed Nni
Max. Input speed Ni

4~100] 3,000 | 3,000 | 3000 | 3000 | 3,000 | 3,000 | 3000 | 3000 | 3000 | 3000 | 3000 | 3000 | 3,000
4~100] 6,000 | 6,000 | 6,000 | 5000 | 5000 | 5000 | 5000 | 5000 | 5000 | 5000 | 5000 | 5000 | 5000

0| <7 | <7 | - | <7 - | <7] - | <7 <7 - | <7]| -
Beslibeh (Geniend dess) 25100l <10 | <10 | <10 | <10 | <10 | <10 | <10] - | <10]| - |<10] - | <10
— 20| <6 | <5 | - | <6]| - |<5]| - | <6 - | <5] - | <5 -

Backlash (Precision Class
( ) %5100 <8 | <8 | <8 | <8 | <8 | <8 | <8 | - | <8 | - | <8| - | <5
Torsional Rigidity ~00] 2 | 3 | 3 | 22 | 12 | 23 | 23 | 38 | 38 | 10 | 110 | 210 | 20

Max, Bending moment Mmax (2)
Max, Axial load Fa max )

4~100] 4 123 123 241 241 417 M7 | 247 | 247 | 719 719 | 1188 | 1188
4~100] 1,050 | 2140 | 2140 | 2750 | 2,750 | 5230 | 5230 | 6370 | 6,370 | 9880 | 9,880 | 12830 | 12830

Service life ) 4~100 | 30,000|30,000 | 30,000| 30,000 | 30,000 | 30,000 | 30,000|30,000 | 30,000 | 30,000 30,000 | 30,000| 30,000
Noise level @ 4~100] <61 | <63 | <63 | <65 |<65|<68|<B8|<T70|<T70|<R|<TR|<T74|=<74
Weight 4~20| 1.0 2.3 = 65 = 139 = 29 = 67.4 = 113 =
25~100] 1.2 2.8 2.4 8.0 69 177 151 = 26.6 = 61.2 = 1135 wn
VA —— 420[004 015 - Jog| - [28 ] - [n9] - [235] - | &4 [ - =
26~100] 0.03 | 007 | 007 | 05 05 1.5 15 = 5.1 = 803 = 235 3l
Operating Temp. © 4~100 —10 ~ 490 I
Lubrication 4~100 High temperature & Exireme pressure Lubricant
Mounting position 4~100 All directions
- 4~20 > 95
Efficiency n
25~100 =92
Degree of protection 4~100 IP 65

(1) Ratio = Nin / Nour ~ (2) Values were measured at the following conditions : 100 rpm at the output, Load coefficient(Ka) = 1.

Continuous operation(S1=15,000hrs). (3) Noise level © A measurement 1m away from the gear head, 3000 input rom and at no load condition.
(Background noise 21dB(A)  (4) Moment of inertia : A measurement at the input shaft and representatives from each ratio.(i=1/5)

(5) Operating temperature : Surface temperature of gear case in —10°C~40°C of ambient temperature.

% The data in the above table are representative values. Specifications are subject to change without notice to improve product performances.

m Coding System

Series Name Frame Size Backlash Gear Ratiofi) Customer code
SPL LTy 042 ba Standard ! Sege: <7acnin | 1 Stage 2 Stage
= Input Adapter Flange
060 D60 S “Class 2Sage: <Oacmn 004 1/4  (020) (1/20) i 9
(Servo Motors)
590 oo ” . 005 15 025 125 N
p Precision [Sage:<acrn 007 | /7 1036 1/35 |, | Misubishi, Yaskawa
TYPE 115 offs Class  2Spge:<8aemn | 010 1/10 | 040 1/40 Tamagawa, HIGEN, LS order
F Flange 142 o142 8;3 11//;?) g?g 1;?8 B Panasonic order
180 o180 —  — 100 1100 | C | Rockwel order
220 0220

Gear Type

t F i .
H ‘ Helical ’:npumb Iran;: n:alrzde Output Shaft Option
e F ‘ Flange Shaft

D Down Size

(1) The input flame of down size depends on customer's request,

(2) Ratio 1/14 and 1/20 of 1 stage are custom-made specification.

(3) It is important for customers to verify mounting dimensions of a servo motor along with
dimensions of gear head prior to placing purchase order,
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Planetary Gearheads

1 Stage, Ratio(i) = 1/4 ~ 1/20)
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Dimension \ Model SPLFH 042 SPLFH 060 SPLFH 090 SPLFH 115 SPLFH 142 SPLFH 180 SPLFH 220
D1 H7 12 20 315 40 50 80 100
D2 20 315 50 63 80 125 140
D3 h7 28 40 63 80 100 160 180
D4 465 635 894 109.4 138 198 253
D5 h7 47 64 90 110 140 200 205
D6 67 79 109 135 168 233 280
D7 72 86 118 145 179 247 300
D8 H7 3 DP4 5DP 6 6 DP 7 6 DP7 8 DP 7 10 DP 10 12 DP 10
D9 4-M3 DP 65 7-M5 DP 8 7-M6 DP 135 11-M6 DP 135 11-M8 DP 17 11-M10 DP 225 | 12-M16 DP 305
D10 8-34 8—45 §=68 §=68 2-66 12-9 16 — 135
D11 M3 M5 M5 M8 M8 M10 M12
A M4 DP 8 M5 DP 12 M6 DP 12 M8 DP 20 M12 DP 21 M12 DP 21 M12 DP 21
D12 B M3 DP 6 M4 DP 12 M5 DP 12 - - - -
C M4 DP 8 M5 DP 12 M6 DP 12 - - - -
A 46 70 90 145 200 200 235
D13 H7 B 45 70 90 - - - -
C 46 70 90 - - -
D14 H7 <8 <14 <19 <3 <38 <48 <55
D15 H7 30 50 70 10 114.3 114.3 200
L1 4 8 12 12 12 16 20
L2 ) 3 6 6 6 8 12
L3 19.5 195 30 29 38 50 66
L4 7 7 15 15 15 16 20
L5 4 6 7 8 9 12 18
L6 61 732 107.9 137 178 237 285
A B 83 1.5 15 275 335 47 4
L © 11.8 16 16.5 - - - -
A B 135 18 18 42 46 685 64.5
L8 © 17 225 23 = = = =
L9 A B C 105.5 1287 189.9 2315 315 389 479
L10 & 4 4 7 7 7 7
L11 A B 27 355 425 73 84 109 116
© 30.5 40 475 = = = =
L2 A B 55 715 83.1 131.3 156 196 2165
C 59 76 931 = = = =
13 A B 765 101.5 1131 188.8 227 286 3265
C 80 106 1181 = = = =
L14 42 60 90 130 180 180 220

Note) 1. Specifications are subject to change without notice to improve product performances.
2. The values of D12 through D15 and L7 through L14 on the above table may vary by servo motor,
3. CAD files are available to download from website(www.spg.co.kr).
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SPLFH Series

B Dimensions (2 Stage, Ratio(i) = 1/25 ~ 1/100)
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(Unit : mm)
Dimension \ Model| SPLFH 042 | SPLFH 060 | SPLFH 060D| SPLFH 090 |SPLFH 090D| SPLFH 115 | SPLFH 115D | SPLFH 142D |SPLFH 180D |SPLFH 220D
D1 H7 1?2 20 20 315 315 40 40 50 80 100
D2 20 315 315 50 50 63 63 80 125 140
D3 h7 28 40 40 63 63 80 80 100 160 180
D4 465 635 635 894 894 109.4 109.4 138 198 253
D5 h7 47 64 64 90 90 110 110 140 200 255
D6 67 79 79 109 109 135 135 168 233 280
D7 72 86 86 118 118 145 145 179 247 300
D8 H7 3 DP4 5DP 6 5DP 6 6DP7 6DP7 6DP7 6DP7 8DP 7 10DP10 | 12DP 10
D9 4-M3DPG5 | 7-M5DP8 | 7-M5DP8 | 7-MBDP135 | 7MBDP 135 | 1+-MBDP 135 | -MEDP 135 | ft-MBDP 17 | 1i-Mi0 DP 225|12-Mi6 DP 305
D10 8-34 8-45 8-45 8-55 8-55 8-55 8-55 12 - 66 2-9 16 — 135
D11 M3 M5 M3 M5 M5 V8 M5 M8 M8 M10
A MADP8 | M5DP1 | MADP8 | MBDP12 | M5DP12 | MBDP20 | MBDP 12 | MSDP20 | M2 DP 21 | Mi2 DP 21
D12 B M3DP6 | MADP1? | M3DP6 | M5DP12 | M4DP 12 - M5 DP 12 - - -
© MADPS8 | M5DP12 | MADP8 | M6DP12 | M5DP 12 = M6 DP 12 = = =
A 46 70 46 90 70 145 90 145 200 200
D13 H7 B 45 70 45 90 70 = 90 = = =
© 46 70 46 90 70 = 90 = = =
D14 H7 <8 <14 <8 <19 <14 <3 <19 <3 <38 <48
D15 H7 30 50 30 70 50 10 70 110 143 1143
L1 4 8 8 12 12 12 12 2 16 20
L2 3 3 3 6 6 6 6 6 8 12
L3 195 195 195 30 30 29 29 38 50 66
L4 7 7 7 15 15 15 15 15 16 20
L5 4 6 6 7 7 8 8 9 12 18
L6 86 992 954 1459 1238 187 1711 209.7 269.3 3393
A B 83 15 83 115 15 275 115 275 335 a7
L C 1.8 16 1.8 16.5 16 = 16.5 - - -
A B 135 18 135 18 18 a2 18 a2 46 685
L8 C 17 225 17 23 25 = 23 - - -
L9 ABC 130.5 1547 1419 2279 190.8 2815 2531 3217 4213 513.3
L10 35 4 85 4 4 7 4 7 7 7
e A B 27 355 27 425 355 73 425 73 84 109
C 305 40 305 475 40 - 475 - - -
L2 A B 555 715 565 881 715 131.3 881 1313 156 196
© 59 76 59 931 76 - 931 - - -
n A B 765 1015 855 131 1165 188.8 1456 202.3 231 301
© 80 106 89 118.1 121 - 150.6 - - -
L14 42 60 42 90 60 130 90 130 180 180
Note) 1. Specifications are subject to change without notice to improve product performances.

1
2. The values of D12 through D15 and L7 through L14 on the above table may vary by servo motor,
3. CAD files are available to download from website(www.Spg.co.kr).
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HIGH PRECISION PLANETARY
GEARHEADS FOR SERVO MOTORS
SPL Series

» Spur Gear

» Compact size

» High Precision, High Durability
» High Efficiency

» Fasy Mount

» Protection grade IP65



SPL Series

Descripti Unit | St Rati hiorklio)
SR e 0 spLoa2 | SPL0BO | SPLOBOD | SPLOSO | SPLOSOD | SPL15 | SPL 15D
3 75 135 = 78 = 17 =
4 10 18 = 102 = 205 =
S 125 225 = 112 = 235 =
6 = 27 = 103 = = =
7 14 315 = 100 = 210 =
8 = 36 = 102 = = =
9 14 34 = 96 = 160 =
10 10 29 = 80 = 191 =
14 - 315 - 100 = 210 -
20 = 29 = 80 = 191 =
15 15 = = = = = =
Nominal Output torque Toy @ 20 14 = = = = = =
25 19 42 42 112 112 235 235
30 15 46 46 110 112 190 235
€5 19 42 42 112 112 235 235
40 14 35 35 102 112 205 235
45 19 42 42 12 12 235 235
50 19 42 42 112 112 235 235
63 14 38 38 100 100 210 210
70 14 38 38 100 100 210 210
81 14 34 34 96 96 160 160
90 14 34 34 96 96 160 160
100 10 29 29 80 80 191 191
Max Acceleration torque T,g 3~100 3 times of Nominal Output torque
Nominal Input speed ni 3~100 3,000 3,000 3,000 3,000 3,000 3,000 3,000
Max. Input speed Nt 3~100 6,000 6,000 6,000 5,000 5,000 5,000 5,000
3~20 <13 <13 - <13 = <13 -
Backlash (Standard class) 5100 <16 <6 <16 =16 <16 <16 <16
Torsional Rigidity 3~100 2 8 8 12 12 23 23
Max. Radial load Fr max @) 3~100 400 1,100 1,100 2,400 2,400 4000 4000
Max. Axial load Fa max (@) 3~100 300 600 600 1,800 1,800 2,500 2,500
Service life @ 3~100 20,000 20,000 20,000 20,000 20,000 20,000 20,000
Noise level @) 3~100 < 61 < 63 < 63 <65 <65 <68 <68
) 3~20 09 2.0 = 57 = 129 =
Weight 15~100 K 24 2 70 59 167 X
. 3~20 0,04 0.15 = 0.8 = 2.8 =
Lol i 15~100 0.03 007 007 05 05 15 5
Operating Temp. ©) 3~100 —10 ~ +90
Lubrication 3~100 High temperature & Extreme pressure Lubricant
Mounting position 3~100 All directions
Efficiency n 20 =%
15~100 >
Degree of protection 3~100 IP 65

() Ratio = Nin / Nout ~ (2) Values were measured at the following conditions : 100 rpm at the output, Load applied to the middle of the output shaft,
Load coefficient(Ka) = 1. Continuous operation(S1:=10,000hrs), (3) Noise level : A measurement 1m away from the gear head, 3000 input rom and at
no load condition, (Background noise 21dB(A)  (4) Moment of inertia : A measurement at the input shaft and representatives from each ratio.(i=1/5)
(5) Operating temperature : Surface temperature of gear case in —10°C~40°C of ambient temperature.

% The data in the above table are representative values. Specifications are subject to change without notice to improve product performances.

B Coding System

Series Name Frame Size Backlash Gear Ratiol(i) Customer code

SPL \ L Type 042 o4 s Standard 1 Stage : <10 arcmin 1 Stage 2 Stage Input Adapter Flange

060 060 Class 2Slage: <13 arcmin | 003 = 1/3 | (015) (1/15) (Servo Motors)

090 090 004 /4 (020) (1/20) .
005 1/5 | 025 1/25 A Mitsubishi, Yaskawa

Gear Type 15 | ofd Input Frame Size 006 1/6 | 030 1/30 Tamagawa, HIGEN, LS order
No symbol  Spur No symbol ~ Standard 007 17 035 35 | B panasonic order

008 1/8 040 1/40
009 1/9 | 045  1/45 C | Rockwell order

010 110 050 150

(1) The input flame of down size depends on customer's request. 014 | 1/14 063 1/63 0 f
utput Shaft Option
(2) Ratio 1/14 and 1/20 of 1 stage are custom—made specification, 020 1/20 | 070 1/70 s | Sm t’; Ouibdt Sh :
(3) It is important for customers to verify mounting dimensions of a servo motor along with - - 081 18 0ofh Bu pu. a
dimensions of gear head prior to placing purchase order. = — ?gg 11//1%% K | Output Shaft with Key
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Planetary Gearheads

@D5h7
gD4
@D3h6
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|os|__

@D3h6

@D3h6

I

L4

L16

L10
Lit

.@,_g

Li3

L12

|@DOHT7.
@DI0HT

Smooth type

D11

~

Ovis

/

08

(Unit © mm)
Dimension \ Model SPL 042 SPL 060 SPL 090 SPL 115
D1 50 70 100 130
D2 34 55 65 9
D3 h6 13 16 22 32
D4 145 19.7 248 39.8
D5 h7 85) 50 80 110
D6 MaxP0.7 M5XP0.8 M8XP1.25 M12xP1.75
A 46 70 90 145
D7 B 45 70 90 =
C 46 70 90 -
A M4 DP 8 M5 DP 12 M6 DP 12 M8 DP 20
D8 B M3 DP 6 M4 DP 12 M5 DP 12 =
C M4 DP 8 M5 DP 12 M6 DP 12 -
D9 H7 <8 <14 <19 <32
D10 H7 30 50 70 110
D11 M3 M5 M5 M3
L1 4?2 60 90 115
L2 245 37 46 65
L3 4 7 8 2
L4 1 1 15 2
L5 16 25 32 45
L6 7 8 10 14
L7 1216 157.6 216.2 2838
L8 13 13 19 28
L9 76.1 90.6 1252 1538
L10 A B 27 355 425 73
@ 30.5 40 475 =
L1t 35 4 4 7
A B 83 15 1.5 275
Li2 C 1.8 16 16 =
™ A B 135 18 18 2
C 17 225 225 =
4 A B 765 101.5 1331 1388
© 80 106 138.1 =
L15 42 60 90 130
A B ga1s) 5 88.1 131.3
B C 59 76 93.1 -
B h9 5] 5) 6 10
H 15 18 245 35

Note) 1. Specifications are subject to change without notice to improve product performances,

2. The values of D7 through D11 and L10 through L16 on the above table may vary by servo motor.

3. CAD files are available to download from website(www.spg.co.kr).
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B Dimensions (2 Sta

, Ratio(i) = 1/25 ~ 1/100)

SPL Series

{
@D5hT

)}

=
=
El

D3hi

202

L0

Lt

I

&

L2
L3

L6

0DOHT
gDI0HT

L

@D5h7

gD4

D3hi

Sz

L16

Lia

| i
_iafus - | o _|os|
: | Cpetg || [
oDi0H7 (Unit = mm)
Dimension \ Model SPL 042 SPL 060 SPL 060D SPL 090 SPL 090D SPL 115 SPL 115D
D1 50 70 70 100 100 130 130
D2 34 &P 18 65 6.5 9 9
D3 h6 13 16 16 22 22 32 32
D4 145 197 19.7 248 24.8 398 398
D5 h7 35 50 50 80 80 110 110
D6 M4xP0.7 MbBxP0.8 M5xP0.8 MBxP1.25 MB8xP1.25 M12xP1.75 M12xP1.75
A 46 70 46 90 70 145 90
D7 B 45 70 45 90 70 = 90
@ 46 70 46 90 70 = 90
A M4 DP 8 M5 DP 12 M4 DP 8 M6 DP 12 M5 DP 12 M8 DP 20 M6 DP 12
D8 B M3 DP 6 M4 DP 12 M3 DP 6 M5 DP 12 M4 DP 12 = M5 DP 12
C M4 DP 8 M5 DP 12 M4 DP 8 M6 DP 12 M5 DP 12 = M5 DP 12
D9 H7 <8 <14 <8 <19 <14 <3 <19
D10 H7 30 50 30 70 50 110 70
D11 M3 M5 M3 M5 M5 M8 M5
L1 42 60 60 90 90 15 115
L2 245 37 37 46 46 65 65
L3 4 7 7 8 8 12 12
L4 1 1 1 15 15 2 2
L5 16 25 25 32 32 45 45
L6 7 8 8 10 10 14 14
L7 146.6 1836 170.8 254.2 2171 3338 2979
L8 13 13 13 19 19 28 28
L9 1011 116.6 12.8 163.2 1411 2038 1879
L10 A B 27 355 27 425 355 73 425
© 305 40 305 475 40 = 475
L11 35 4 815) 4 4 7 4
L1 A B 83 15 83 15 15 215 1.5
© 18 16 1.8 16 16 = 16.5
13 A B 135 18 13.5 18 18 42 18
© 17 225 17 23 225 - 23
L A B 765 1015 855 1331 16.5 1838 1456
© 80 106 89 1381 121 = 150.6
L15 42 60 42 90 60 130 90
116 A B 55.5 75 555 831 75 131.3 831
© 59 76 59 931 76 = 931
B h9 5] B 5] 6 6 10 10
H 15 18 18 245 245 35 35

Note) 1. Specifications are subject to change without notice to improve product performances.
2. The values of D7 through D11 and L10 through L16 on the above table may vary by servo motor,
3. CAD files are available to download from website(www.spg.co.kr).
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